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Handling Concepts is a leading provider of materials and industrial handling

equipment. Founded in 1994, you can rely on over 25 years of experience, providing

manual handling solutions to businesses across the United Kingdom and the globe.

You will benefit from pragmatic advice and innovative solutions from a team that is

passionate about improving your productivity and efficiency safely. 

Your expectations will be surpassed by collaborating with a team of expert

engineers. You will receive help in maintaining your handling equipment, allowing

you to focus on the growth of your business. From industrial manipulators to

vacuum lifters, you will benefit from an array of handling solutions tailored to suit

your needs. 

Companies across the world need safe and effective ways to handle anything from

delicate materials to bulk loads. Below-the-hook lifting devices are one of the most

popular tools for these tasks. Industries across every sector with challenging manual

handling tasks use them to improve the health and safety of their workers, as well

as their productivity.

As part of a full turnkey solution, below-the-hook lifting devices can be equipped

with hoists, light crane systems, or industrial manipulators, creating an adaptable

solution for many industries. 
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LIFTING DEVICES
Below-the-hook lifting devices are important

attachments that facilitate the efficient and safe

transportation of various loads. They increase the

versatility of traditional overhead cranes and

manipulators by providing a wide range of

outcomes tailored to individual applications. 

Below-the-hook lifting devices are low

maintenance, and regular servicing further reduces

downtime and disruption. 

You can rely on over 25 years of experience with

Handling Concepts to help you find the best

material handling methods for your components,

ready to supply you with quality products, top-

notch support, and a committed team of experts.

You can benefit from an extensive range of

products that have been used in many industries,

like manufacturing and yellow goods. 
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Hydraulic Grippers 

Manual Clamp Grippers 

Pneumatic Grippers 

Scissor Grab Grippers 
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CONTACT US

WHY ARE BELOW-THE-HOOK
LIFTING DEVICES USED? 

 Products are heavier than 10kg

Below-the-hook lifting devices can help increase productivity while offering a low-

cost. From the below, do any of these concern you in your current workplace?  

Products need to be moved regularly

from one location to another

Product locations are not easily

accessible by workers

Tasks are becoming more difficult

for workers

Workers are performing

repetitive tasks every day

There is an increase in backaches,

sore joints and other injuries

Efficiency is not as good as it

could be

If you have any of these issues in your

working environment, you will benefit

from investing in a materials handling

solution. You will have access to

expert engineers that are passionate

about helping you improve the health

and safety of your workers.

You can depend on outstanding,

professional customer service from a

team who will understand your

requirements and recommend a

solution that fits your needs and

constraints.
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How does it work? 
Use the guidance to determine which style of lifting attachment will best suit your needs. The 

Handling Concepts sales team can always be contacted for advice if you are unsure. 

Purchase the relevant lifting attachment to suit your product. 

The Handling Concepts team will contact you to discuss your application and your individual 

requirements. They will be interested include the following: 

- Products to be gripped – Weight, size 

- Any areas on the product which you do not want to be used for gripping 

- Does the application have any other requirements such as limited clearance for a jaw 

- Which orientation the product will be lifted in and where relevant tilted/rotated to. 

- Any special colour requirements 

They will confirm the details to you in a written specification which you will sign off before design 

commences. 

CAD files of the part will be required unless they are basic shapes 

Once the design is complete GA drawings and 3D views will be sent for your approval prior to 

manufacture 

A sample of the part to be lifted should be sent to Handling Concepts 

Following manufacture the item will be tested and video of the unit in action will be provided. 

Alternatively you are very welcome to trial in person. The equipment will be load tested and UKCA 

/ CE marked as appropriate. A manual will be compiled and supplied with the equipment. 

The equipment will be delivered complete with the sample part to your factory. Certificates and 

manual will be sent digitally. 

You can now safely and efficiently move your product! 

  



Which lifting attachment should I choose? 
Specialist lifting beam 

 

A lifting beam is designed to attach the 2 or more lifting points of your product to a single crane 

hook. Standard offerings are readily available but where these do not meet the requirements of 

your process then a specialist unit is the answer. A custom design can accommodate offset 

centres of gravity, low headroom requirements, unusual lifting point positions, location features or 

all of the above. Attaching a lifting beam to a product does take more time than using a gripper so 

they are usually used for lower frequency tasks. As they do not require power and are simple in 

design these are a robust and economical option. Use of a lifting beam does require that the 

product has features such as lifting eyes, threads for eyebolts, bars designed for lifting from or 

other such lifting points. If it does not have such points but has suitable mounting features, then 

the specialist lifting beam can be combined with specialist lifting fixtures. 

 

Specialist lifting fixtures 

 

These are items which are bolted, hooked or latched onto existing features on the item to be lifted. 

They provide lifting points so that the item can be lifted using a chain sling, lifting / spreader beam, 

or a specialist lifting beam as required. The lifting points provided will be higher than the centre of 

gravity to ensure the lift is stable. Attaching lifting fixtures to a product does take more time than 

the other solutions offered here so they are usually used for lower frequency tasks or where the 

item is lifted multiple times, and the fixtures can remain attached to the same product. As they do 

not require power and are simple in design these are a robust and economical option. 

Cradle 

 

Supports the product from underneath so pick up and put down locations must allow the legs to 

access the underside. The cradle does not need full access to the underside but must allow 

access to features which can be lifted. If multiple product designs are to be lifted, they either need 

to be identical at the points of support or to be able to be supported such that the supports to not 

interfere with any of the products to be lifted 

Not suitable for tilting of the product 

  



Scissor grip 

 

 

Grips the product from opposing sides. Friction grip is possible so products with flat sides can be 

lifted. Product needs to have a stable position on top to allow the scissor to be unlocked without 

falling to the side. Generally, scissor grippers are not recommended for tilting of the product. Only 

limited variation in dimension of item to be gripped can be accommodated 

Single jaw grip (One jaw moves one stationary)  

 

Application needs to allow opposing jaws access to get under the product or under a suitable 

feature of the product for lifting.  Only limited variation in dimension of item to be gripped can be 

accommodated. Needs the operator to be able to access the gripper to manually open and close 

the jaw 

Single jaw grip and rotate 

 

 

 

As above but the product features to be gripped also need to be capable of being supported at all 

required angles including for putting the product down. 

Bi parting jaw (Both jaws move in Sync) 

 

 

Application needs to allow opposing jaws access to get under the product or under a suitable 

feature of the product for lifting. Larger variation in dimension of item to be gripped can be 

accommodated as the gripper remains balanced while the jaws are opened. Needs the operator to 

be able to access the gripper to manually open and close the jaws 

  



Bi Parting jaw grip and rotate 

 

 

As above but the product features to be gripped also need to be capable of being supported at all 

required angles including for putting the product down. 

Pneumatic grips 

 

 

Friction grip is possible so products with flat sides can be lifted. Grip can be actuated from buttons 

placed at a convenient position. Pneumatic supply must be provided at the hook of the crane. 

Pneumatic rotate 

 

 

Only possible with pneumatic grip. Rotate can be actuated from buttons placed at a convenient 

position. 

Electro hydraulic grips 

 

 

Friction grip is possible so products with flat sides can be lifted. Grip can be actuated from buttons 

placed at a convenient position. Electrical supply must be provided at the hook of the crane. 

Electric actuators are used to perform the grip with the exception of friction grips - these use a 

hydraulic cylinder to provide increased gripping force. 

Electric rotate 

 

 

Only possible with Electrohydraulic grip. Rotate can be actuated from buttons placed at a 

convenient position. 

 

 

  



Specialist Lifting Beam 

Purpose-Built. Safe. Certified. 

If your product to be lifted is already fitted with lifting features but standard lifting beams are 
unsuitable, then this is the solution. Depending on your requirements, these beams can be 
designed to offer lower headroom or alternative balance positions. Supplied at a fixed price, the 
unit includes full customisation to suit your product geometry and handling process. 

   

    

 

Key Benefits 

• Customised at No Extra Cost – tailored structure design included in standard price. 
• Simple & Reliable – connects to the product to be lifted using standard lifting tackle 
• Stable Lifting – Designed to suit the product centre of gravity.  
• Alternate CoGs – products with similar attachment points but different centres of gravity 

can be accommodated by alternative connection points between the lifting beam and the 
crane. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 

Size Options:  
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Safety hooks 
• Chain clevis shackles 
• Swivel lifting eyes 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact points to suit product 
• Geometry adapted to suit your specific process 
• Lifting interface tailored to suit your cranes 

 

Why Choose This Attachment? 

• Simple and robust 
• Reduces risk vs. slinging by ensuring they are repeatedly lifted correctly 
• Saves time compared to manually slinging products (but for improved time saving look 

towards a gripper) 
• Backed by full certification and documentation 

 

  



Specialist Lifting Fixtures 

Purpose-Built. Safe. Certified. 

Our specialist lifting fixtures are designed to attach to the existing features on the product to be 
lifted and provide a suitable point for a a crane hook or a lifting beam to connect to. These are 
often used in multiples of the same or differing designs to provide level lifting for larger items. 
Supplied at a fixed price, the fixtures include full customisation to suit your product geometry and 
handling process. 

     

 

 

 

 
 

 

Key Benefits 

• Customised at No Extra Cost – tailored support design included in standard price. 
• Simple & Reliable – Converts existing product features into lifting points. These make it 

clear where operators should attach equipment to perform safe lifting operations. 
• Flexible  – can be used with a variety of lifting equipment. 
• Compact– fixtures are easy to store between uses. 

 

 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 

Attachment methods: 

• Bolt on 
• Hook and toggle clamp 
• Mushroom head pin (for key hole slot) 
• Clevis pin or other physical attachment 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of attachment method to suit product- other similar methods are also included  
• Geometry adapted to suit your specific process 
• Lifting interface tailored to suit your cranes 

 

Why Choose This Attachment? 

• Simple and robust 
• Reduces risk vs. slinging by ensuring they are repeatedly lifted correctly 
• Allows complex shapes to be lifted with standard equipment. 
• Suitable for low frequency lifts or where the fixture can be left in place for multiple lifts. For 

higher frequency consider a gripper. 
• Backed by full certification and documentation 

 

  



Cradle Type 

Purpose-Built. Safe. Certified. 

Our cradle-type lifting attachment is a versatile solution for lifting products from underneath. 
Supplied at a fixed price, the unit includes full customisation to suit your product geometry and 
handling process. 

 

 

 

 

 
 
 
 
 

 

Key Benefits 

• Customised at No Extra Cost – tailored support design included in standard price. 
• Simple & Reliable – supports from beneath; ideal for pick-up and put-down where 

underside access is available. 
• Flexible Across Products – can handle multiple designs provided support points align or 

do not interfere. 
• Stable Lifting – cradle remains level both laden and unladen for products with a similar 

centre of gravity. 
• Optional Product Locking – toggle clamps available for added security. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 

Size Options:  
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact material to match product robustness 
• Toggle clamp system for positive product retention 
• Geometry adapted to suit your specific process 
• Lifting interface tailored to suit your cranes 

 

Why Choose This Attachment? 

• Simple and robust 
• Reduces risk by supporting products securely from below ensuring they are repeatedly 

lifted correctly 
• Saves time compared to manually slinging products 
• Can also be used with products where the cradle can engage into a opening in the centre of 

the product. 
• Backed by full certification and documentation 

  



Scissor Grip 

Purpose-Built. Safe. Certified. 

Our scissor grip lifting attachment is a simple solution for lifting products where the gripping force 
is provided by the weight of the item being lifted. Supplied at a fixed price, the unit includes full 
customisation to suit your product geometry and handling process. 

 

          

 

 

Key Benefits 

• Customised at No Extra Cost – tailored design included in standard price. 
• Powerful gripping without power – geometry of the linkages means that the heavier the 

product the tighter it is gripped. This enables lifting of shear sided products using friction 
grip. 

• Versatile Application – suitable for lifting various products that share common support 
features and similar dimensions. 

• Self-centring, balanced lifts – symmetric jaw travel keeps the load on centre.  
• No Power Supply Required – operates entirely manually, allowing use on any existing 

crane without modification and enabling rapid changeover between lifting tasks. 
• Latch-Open – automatically holds open when lowered onto a firm surface, simplifying 

detachment and improving operator efficiency  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg  

Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact material to match product robustness and friction requirements 
• Positions of handles and latch lever 
• Geometry adapted to suit your specific process 
• Internal or external gripping is possible 
• Lifting interface tailored to suit your cranes 

 

Why Choose This Attachment? 

• Simple and robust 
• Does not require access to the underside of the product  
• Saves time compared to manually slinging products 
• Backed by full certification and documentation 
• Ideal for open area lifting – not recommended for inserting light products into tight or 

congested areas   



Single Jaw Grip -Manual 

Purpose-Built. Safe. Certified. 

Our single-jaw grip is a compact and simple lifting attachment for applications where opposing 
jaws can access features or beneath the product so it can be lifted without the need for a friction 
grip. Supplied at a fixed price, the unit includes full customisation to suit your product geometry 
and handling process. 

 

 

 

 

 
 
 
 
 

Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach are adapted to your product. 
• Simple Operation – manually opened and closed by the operator; an index plunger or 

other mechanical device is used to lock the jaw in the open or closed positions. 
• No Power Supply Required – operates entirely manually, allowing use on any existing 

crane without modification and enabling rapid changeover between lifting tasks. 
• Flexible Across Products – can handle multiple designs provided common grip points can 

be determined. 
• Reliable Grip – consistent clamping for products of fixed or near-fixed dimension. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 

Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact material to match product robustness 
• Handles to suit operator position 
• Geometry adapted to suit your specific process 
• Grip can be side to side, top to bottom or other 

 

Why Choose This Attachment? 

• Fast, simple, and low-maintenance design 
• Does not require access to the underside of the product as long as there are features on 

the sides to lift from 
• Saves time compared to manually slinging products 
• Backed by full certification and documentation 

  



Single Jaw Grip & Rotate -Manual 

Purpose-Built. Safe. Certified. 

Our rotating grip lifting attachment allows products to be lifted, rotated, and positioned at multiple 
angles. Supplied at a fixed price, the unit includes full customisation to suit your product geometry 
and handling process. The product features to be gripped must be capable of supporting the 
product’s weight at all required angles, including during placement. 

 

 

 

 

 
 
 

 

Key Benefits 

• Customised at No Extra Cost – jaw geometry, rotation axis and reach are adapted to your 
product. 

• Simple Operation – manually opened, closed and rotated by the operator; an index 
plunger or other mechanical device is used to lock the jaw in the open or closed positions. 

• Free rotation – Can be manually moved to any angle, Index plungers or indent pins can 
also be used to hold the jaws at certain angles. Rotation limit stops are also possible. 

• No Power Supply Required – operates entirely manually, allowing use on any existing 
crane without modification and enabling rapid changeover between lifting tasks. 

• Flexible Across Products – can handle multiple designs provided common grip points can 
be determined. 

Technical Range 



Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg 

Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact material to match product robustness 
• Handles to suit operator position 
• Geometry adapted to suit your specific process 
• Lifting interface tailored to suit your cranes 

 

Why Choose This Attachment? 

• Fast, simple, and low-maintenance design 
• Rotation of product orientation between processes 
• Safer and faster than trying to rotate products using slings 
• Backed by full certification and documentation 

  



Twin Jaw Sync Grip -Manual 

Purpose-Built. Safe. Certified. 

A compact lifting beam with two opposing jaws that open and close together in perfect 
synchronisation. The operator moves one jaw; a mechanical linkage drives the other. The product 
is always clamped centrally, so the lift remains balanced across a wide range of widths. Fixed 
price includes full customisation to suit your product and process 

 

 

 

 

 
 
 
 

Key Benefits 
 

• Self-centring, balanced lifts – symmetric jaw travel keeps the load on centre. 

• Single-point actuation – operator moves one jaw; the other follows automatically. 

• No power supply required – fully manual mechanism works on any existing crane and 

swaps over fast. 

• Grips different sizes – variable opening accommodates families of products when 

common grip features exist. 

 



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 

Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact material to match product robustness 
• Handles to suit operator position 
• Geometry adapted to suit your specific process 
• Lifting interface tailored to suit your cranes 

 

Why Choose This Attachment? 

• Fast, simple, balanced handling of variable-width products. 

• Does not require access to the underside of the product as long as there are features on 

the sides to lift from 

• Saves time compared to manually slinging products 

• Backed by full certification and documentation  



Twin Jaw Sync Grip & Rotate -Manual 

Purpose-Built. Safe. Certified. 

A compact lifting beam with two opposing jaws that open and close together in perfect 
synchronisation. The operator moves one jaw; a mechanical linkage drives the other. The product 
is always clamped centrally, so the lift remains balanced across a wide range of widths. The 
product features to be gripped must be capable of supporting the product’s weight at all required 
angles. Fixed price includes full customisation to suit your product and process. Allows products to 
be lifted, rotated, and positioned at multiple angles 

 

 

Key Benefits 
 

• Self-centring, balanced lifts – symmetric jaw travel keeps the load on centre. 

• Single-point actuation – operator moves one jaw; the other follows automatically. 

• No power supply required – fully manual mechanism works on any existing crane and 

swaps over fast. 

• Free rotation – Can be manually moved to any angle, Index plungers or indent pins can 

also be used to hold the jaws at certain angles. Rotation limit stops are also possible. 

• Grips different sizes – variable opening accommodates families of products when 

common grip features exist. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg  

Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 

Options & Customisation – All included 

• Choice of contact material to match product robustness 
• Handles to suit operator position 
• Geometry adapted to suit your specific process 
•  

 

Why Choose This Attachment? 

• Fast, simple, balanced handling of variable-width products. 

• Does not require access to the underside of the product as long as there are features on 

the sides to lift from 

• Saves time compared to manually slinging products 

• Backed by full certification and documentation 

• Rotation of product orientation between processes 

 

  



Pneumatic Grip 

Purpose-Built. Safe. Certified. 

Our pneumatic lifting attachment provides powered gripping using a pneumatic cylinder and Two 

Handed control. Supplied at a fixed price, the unit includes full customisation to suit your product 

geometry and handling process. 

     

Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – pneumatic actuation for safe, repeatable gripping. 

• Fast Operation – grip and release at the press of a button. 

• Improved Reach – controls positioned to suit where the operator must stand, enabling 

use when manual access isn’t practical. 

• Reduced Manual Effort – eliminates the need for physical jaw operation. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Grip can be side to side, top to bottom or other 

 

Why Choose This Attachment? 

• Fast, reliable pneumatic operation 

• No manual force required for gripping 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Simple integration – designed to use a pneumatic supply at the crane hook (see our options 

for adding one if required) 



Pneumatic Grip & Manual Rotate 

Purpose-Built. Safe. Certified. 

Our pneumatic lifting attachment provides powered gripping using a pneumatic cylinder and Two 

Handed control. Supplied at a fixed price, the unit includes full customisation to suit your product 

geometry and handling process. 

This version includes manual rotation. Rotation can be designed to be stopped in any positions 

required. 

 

 

Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – pneumatic actuation for safe, repeatable gripping. 

• Fast Operation – grip and release at the press of a button. 

• Improved Reach – controls positioned to suit where the operator must stand, enabling use 

when manual access isn’t practical. 

• Reduced Manual Effort – eliminates the need for physical jaw operation. 

• Free rotation – Can be manually moved to any angle, Index plungers or indent pins can 

also be used to hold the jaws at certain angles. Rotation limit stops are also possible. 



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

Why Choose This Attachment? 
• Fast, reliable pneumatic operation 

• No manual force required for gripping 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Improves safety and consistency during repeated lifts 

• Simple integration – designed to use a pneumatic supply at the crane hook (see our options 

for adding one if required) 

• Rotation of product orientation between processes 



Pneumatic Grip & Powered 90° Rotate 

Purpose-Built. Safe. Certified. 

Our pneumatic lifting attachment provides powered gripping using a pneumatic cylinder and Two 

Handed control. Supplied at a fixed price, the unit includes full customisation to suit your product 

geometry and handling process. 

This version includes powered 90° rotation, operated pneumatically using the same control 

arrangement. Rotation can be stopped and held in any position within the 90° as required. 

 

Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – pneumatic actuation for safe, repeatable gripping. 

• Fast Operation – grip and rotation at the press of a button. 

• Reduced Manual Effort – eliminates the need for physical jaw operation.  

• Powered rotation – Can be moved to any angle with in the 90°, Rotation limit stops are 

also possible. 

 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Lifting interface tailored to suit your cranes 

 Why Choose This Attachment? 

• Fast, reliable pneumatic operation 

• No manual force required for gripping or rotation 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Improves safety and consistency during repeated lifts 

• Simple integration – designed to use a pneumatic supply at the crane hook (see our options 

for adding one if required) 



Pneumatic Grip & Powered 360° Rotate 

Purpose-Built. Safe. Certified. 

Our pneumatic lifting attachment provides powered gripping using a pneumatic cylinder and Two 

Handed control. Supplied at a fixed price, the unit includes full customisation to suit your product 

geometry and handling process. 

This version includes powered 360° rotation, operated pneumatically using the same control 

arrangement. Rotation can be stopped and held in any position as required. 

 

 Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – pneumatic actuation for safe, repeatable gripping. 

• Fast Operation – grip and rotation at the press of a button. 

• Reduced Manual Effort – eliminates the need for physical jaw operation.  

• Powered rotation – Can be moved to any angle, Rotation limit stops are also possible. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Lifting interface tailored to suit your cranes 

 Why Choose This Attachment? 

• Fast, reliable pneumatic operation 

• No manual force required for gripping or rotation 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Improves safety and consistency during repeated lifts 

• Simple integration – designed to use a pneumatic supply at the crane hook (see our options 

for adding one if required) 



Electric / Hydraulic Grip 

Purpose-Built. Safe. Certified. 

Our Electric / Hydraulic lifting attachment provides powered gripping using either a self contained 

hydraulic system or an electric actuator (lower loads or non friction grip) and Two Handed control. 

Supplied at a fixed price, the unit includes full customisation to suit your product geometry and 

handling process. 

 

 

Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – Electrical control system for safe, repeatable gripping. 

• Fast Operation – grip and release at the press of a button. 

• Improved Reach – controls positioned to suit where the operator must stand, enabling 

use when manual access isn’t practical. 

• Reduced Manual Effort – eliminates the need for physical jaw operation. 



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Grip can be side to side, top to bottom or other 

 

Why Choose This Attachment? 

• Hydraulic option delivers the highest lifting capacity in our range 

• No manual force required for gripping 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Simple integration – designed to use just an electrical supply at the crane hook (see our 

options for adding one if required) 



Electric / Hydraulic Grip & Powered 360° 

Rotate 

Purpose-Built. Safe. Certified. 

Our Electric / Hydraulic lifting attachment provides powered gripping using either a self contained 

hydraulic system or an electric actuator (lower loads or non friction grip) and Two Handed control. 

Supplied at a fixed price, the unit includes full customisation to suit your product geometry and 

handling process. 

This version includes electrically powered 360° rotation, operated using the same control 

arrangement. Rotation can be stopped and held in any position as required. 

 

     

 Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – electrical control system for safe, repeatable gripping. 

• Fast Operation – grip and rotation at the press of a button. 

• Reduced Manual Effort – eliminates the need for physical jaw operation.  

• Powered rotation – Can be moved to any angle, Rotation limit stops are also possible. 



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Lifting interface tailored to suit your cranes 

 Why Choose This Attachment? 

• Hydraulic option delivers the highest lifting capacity in our range 

• No manual force required for gripping or rotation 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Improves safety and consistency during repeated lifts 

• Simple integration – designed to use just an electrical supply at the crane hook (see our 

options for adding one if required) 



Battery Electric / Hydraulic Grip 

Purpose-Built. Safe. Certified. 

Our Battery powered Electric / Hydraulic lifting attachment provides powered gripping using either 

a self contained hydraulic system or an electric actuator (lower loads or non friction grip) and Two 

Handed control. The unit is powered by a swappable battery (Spare battery and charger also 

included). Supplied at a fixed price, the unit includes full customisation to suit your product 

geometry and handling process. 

 

 

Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – Electrical control system for safe, repeatable gripping. 

• Fast Operation – grip and release at the press of a button. 

• Improved Reach – controls positioned to suit where the operator must stand, enabling 

use when manual access isn’t practical. 

• Reduced Manual Effort – eliminates the need for physical jaw operation. 



Technical Range 

Working Load Limits (WLL):  
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Grip can be side to side, top to bottom or other 

 

Why Choose This Attachment? 

• Hydraulic option delivers the highest lifting capacity in our range 

• No manual force required for gripping 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Can be used on cranes where no power supply is present. This makes it especially suitable 

when use on multiple cranes is desirable. 



Battery Electric / Hydraulic Grip & Powered 

360° Rotate 

Purpose-Built. Safe. Certified. 

Our Electric / Hydraulic lifting attachment provides powered gripping using either a self contained 

hydraulic system or an electric actuator (lower loads or non friction grip) and Two Handed control. 

Supplied at a fixed price, the unit includes full customisation to suit your product geometry and 

handling process. The unit is powered by a swappable battery (Spare battery and charger also 

included). 

This version includes electrically powered 360° rotation, operated using the same control 

arrangement. Rotation can be stopped and held in any position as required. 

 

 Key Benefits 

• Customised at No Extra Cost – jaw geometry and reach adapted to your product. 

• Two Handed Control – electrical control system for safe, repeatable gripping. 

• Fast Operation – grip and rotation at the press of a button. 

• Reduced Manual Effort – eliminates the need for physical jaw operation.  

• Powered rotation – Can be moved to any angle, Rotation limit stops are also possible. 

  



Technical Range 

Working Load Limits (WLL): 
125 kg | 250 kg | 500 kg | 1000 kg | 2000 kg 
 
Size Options: (Each unit’s stroke is engineered to suit the specific product being lifted.) 
Small : For products measuring 0 – 1 m   Large: For products measuring 1 – 2 m 

Contact Points: 

• Steel (standard, durable) 
• Aluminium (optional, less likely to mark steel surfaces but lighter duty) 
• Nylon (optional, for delicate surfaces) 
• Polyurethane (optional, for very delicate surfaces or where some friction is useful) 

Finish: 

• Powder coated Aqua RAL 5021 
• Or the colour of your choice for no additional cost 

Grip mechanism: 

• Single moving jaw for lifting one size of product 
• Dual synchronised jaws for lifting a variety of sizes (with common features to lift from) 

symmetric jaw travel keeps the load on centre and balanced. 

Quality & Compliance 

• Fully load tested, marked, and certified to UKCA and CE standards 
• Supplied with Operation & Maintenance Manual 
• Meets or exceeds the requirements of EN 13155 
• Designed for LOLER compliance 

 Options & Customisation – All included 

• Choice of contact material to match product robustness 

• Handles to suit operator position 

• Geometry and grip mechanism to suit your specific process 

• Lifting interface tailored to suit your cranes 

 Why Choose This Attachment? 

• Hydraulic option delivers the highest lifting capacity in our range 

• No manual force required for gripping or rotation 

• Control positions will be designed for easy reach, tailored to the operator location and 

process requirements. 

• Improves safety and consistency during repeated lifts 

• Can be used on cranes where no power supply is present. This makes it especially suitable 

when use on multiple cranes is desirable. 
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